
Luxor Print Cloud is de�ned by Artnovion’s proprietary aluminium frame with a 45-degree pro�le. Luxor Print Cloud combines an inclined aluminium structure

with a recycled PET absorber core and a printed fabric front. The angled profile remains hidden beneath the fabric, creating a more uniform appearance.

Luxor Print Cloud is designed to improve acoustics in large, open spaces where wall treatment is limited. Ideal for environments such as open o&ces and

restaurants, it treats ceiling re'ections e(ectively. The aluminium structure allows for easy installation, resists temperature and humidity changes, and supports

large panel sizes.

Luxor Print Cloud - Grand

Features

Type:

Absorber

Absorption Range:

350 Hz to 5000 Hz

Acoustic Class:

B | (aw) = 0.85

Purpose

- RT reduction

- Flutter echo control

- Improving speech intelligibility

- Effective broadband absorption 

Recommended for

- Office Meeting Room

- Conference Room

- Open Workspace

- Lobbies 

Performance

Equivalent absorption area per unit (m2 sabine) ) Aeq - 200 mm distance / 400 mm

distance / 1000 mm distance

This product is available in the following Fire Rate:

FR | Fire Rated

PRODUCT COMPOSITION:

Luxor Print Cloud - Grand | Fire Retardant Acoustic Fabric (FR)

- Fire Retardant Acoustic Fabric

- Aluminium structural frame

- Sound PET acoustic core - Euro Class B

______

Dimensions:

- Luxor Print Cloud - Grand | 1320x2400x60mm



Dimensions

0x0x0mm | 0.0 Kg



Finishes

Finish

Custom Print

Retail code: 

144T000

Frame

LC | Lacquered Black

Retail code: 

373
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