
Kea K is a reliable and e�cient acoustic panel, designed to perform in large spaces like auditoriums, concert halls, and arenas. Its perforations, with varying

diameters, are calibrated to target a wider range of frequencies, guaranteeing absorption where it’s needed most.

The larger panel size and simple !xing system make it easy to install and ideal for covering big areas. Its perforation pattern allows for a seamless, continuous

design across multiple panels, creating a clean and uniform look in any space.

Kea K 24

Features

Type:

Absorber

Absorption Range:

500 Hz to 2500 Hz | NRC 0,5

Acoustic Class:

Class D

Purpose

- RT reduction

- Improving speech intelligibility

- Flutter echo control

- Reducing excessive reverberation 

Recommended for

- Offices

- Conference Rooms

- Meeting Rooms

- Auditoriums

- Restaurants 

Performance

Absorption coefficient / Absorption coefficient | Installed over a layer of 30mm PET

Recycled PET absorption - Class 1 product according to the OEKO-TEX@

Standard 100.

_______

This product is available in the following Fire Rates:

FG | Furniture Grade

FR | Fire Rated

_______

PRODUCT COMPOSITION:

Kea K 24 | Natural Wood Veneer (FG)

- Natural Wood Veneer 

- Black HMDF

- High Density PET Acoustic Core

Kea K 24 | Natural Wood Veneer (FR)*

- Natural Wood Veneer

- Mineral Wood Board (MWB) 

- SoundPET Acoustic Core - Euro Class B

Kea K 24 | Lacquered HMDF (FG)

- Lacquered HMDF

- Black HMDF

- High Density PET Acoustic Core

Kea K 24 | Painted Wood Veneer (FR)*

- Painted Wood Veneer

- Mineral Wood Board (MWB)

- SoundPET Acoustic Core - Euro Class B

*Kea K FR complies with the highest fire safety standards and is certified as class

B-s1, d0 according to European standard.

_______

When installing Kea K on the ceiling, the use of battens along with adhesive and

screws is mandatory.



Dimensions

Dimensions Weight

FG - NW | 605x2400x19mm 10.68 Kg

FR - NW | 605x2400x18mm 12.72 Kg

FG - LW | 605x2400x19mm 10.68 Kg

FR - PW | 605x2400x18mm 12.72 Kg

Box

Quantity per box: 1

Dimensions: xxmm

Volume: 0.0m3

Weight: Kg



Finishes

Kea K 24

(FG - NW) Natural Wood Finishes

FG | (W08) Wenge Natura

Retail code: 

38811291061082

FG | (W13) Oak Natura

Retail code: 

38811291061132

FG | (W12) Ash Natura

Retail code: 

38811291061122

FG | (W09) Black Walnut Natura

Retail code: 

38811291061092

FG | (W18) White Oak

Retail code: 

38811291061182

FG | (W19) Black Oak

Retail code: 

38811291061192

(FR - NW) Natural Wood Finishes

FR | (W08) Wenge Natura

Retail code: 

72141291061082

FR | (W09) Black Walnut Natura

Retail code: 

72141291061092

FR | (W12) Ash Natura

Retail code: 

72141291061122

FR | (W13) Oak Natura

Retail code: 

72141291061132

FR | (W19) Black Oak

Retail code: 

72141291061192

FR | (W18) White Oak

Retail code: 

72141291061182

(FG - LW) Lacquered Wood Finishes

FG | (L16) White Matte - RAL 9003

Retail code: 

FG | (L17) Black Matte - RAL 9005

Retail code: 

FG | Custom RAL

Retail code: 

FG | (L27) Olive Green

Retail code: 



38911291063082 38911291063092 38911291060002 38911291063272

FG | (L28) Grey Beige

Retail code: 

38911291063282

(FR - PW) Painted Wood Veneer Finish

FR | (L27) Olive Green

Retail code: 

80247291063272

FR | (L28) Grey Beige

Retail code: 

80247291063282

FR | Custom RAL

Retail code: 

80247291060002
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